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A ECR-18-008642 05JUN2018 TD TD

A1 ECN-21-101658 30MAR2021 GTG PK

A2 ECN-24-250106 30JAN2024 RK PK

A3 ECN-24-261203 19APR2024 AR PK
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PART NODESCRIPTIONE
WIRE O.D.

PLASTIC
COLOR

SEAL 
COLOR

MAXMIN

2840876-1 SIZE A  6.30 6.105.40DARK GREYGREEN

1-2840876-1 SIZE A  6.30 6.105.40DARK GREYLT. BLUE

2840876-2 SIZE B 8.908.608.00ORANGERUST RED

1-2840876-2 SIZE B 8.908.608.00ORANGEPURPLE

2840876-3 SIZE C 9.909.609.00BLACKBLUE

1-2840876-3 SIZE C 9.909.609.00BLACKRED

2840876-4 SIZE D10.5010.209.60DARK BLUEYELLOW

1-2840876-4  SIZE D 10.5010.209.60DARK BLUEGREY

NOTES:

  1.NO DAMAGE, SINK MARKS, CAVITIES OR FLOW LINES 
    PERMITTED. 

MATERIAL:
    SEAL: 30 DUROMETER INHERENTLY
            LUBRICATED SILICONE
    HOUSING: PA66 35% GF

 MATERIAL:
    SEAL: 30 DUROMETER INHERENTLY
            LUBRICATED SILICONE HIGHER TEAR STRENGTH.
    HOUSING: PA66 35% GF

THIS AREA MUST BE KEPT FREE OF 
     SCRATCHES,BURRS,AND OTHER DEFECTS.

 PRELIMINARY PART - NOT RELEASED FOR PRODUCTION 

 NOTE REMOVED.

OBSOLETE

OBSOLETE

OBSOLETE

OBSOLETE

SECTION  B-B

SCALE  1:1

2

5

3

3

3

3

3

A2

4

4


	Sheet 1
	Views
	new_view_1
	right_2
	bottom_3
	new_view_4



