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HOUSING
CENTER CONTACT

BERYLLIUM COPPER PER 
ASTM B196, TD04

TH04 FOR SPRING MEMBERS

GOLD PLATE PER 
ASTM B488 OVER
NICKEL PLATE PER
SAE-AMS-QQ-N-290

RETAINING
CLIP

BERYLLIUM COPPER PER 
ASTM B196, TH04

NICKEL PLATE PER
SAE-AMS-QQ-N-290

RETAINING
WASHERS/SLEEVE

BRASS PER UNS C36000
NICKEL PLATE PER
SAE-AMS-QQ-N-290

DIELECTRIC PTFE PER ASTM D1457 N/A

SPRING MUSIC WIRE PER ASTM A228
NICKEL PLATE PER
SAE-AMS-QQ-N-290

COMPONENT MATERIAL  FINISH

PART
NUMBER

NOMINAL CABLE
DIAMETERDIM ADIM B

2332684-1(�n�.086)(�n�.091[2.31])(�n�.128[3.24])

2332684-2(�n�.047)(�n�.052[1.32])(�n�.090[2.29])

CABLE PREPARATION AND ASSEMBLY

 SOLDER CABLE OUTER CONDUCTOR OR BRAID TO THE HOUSING.

 2. SPRING FORCE: 
       PRELOAD = 2.52�#�.25 LBF
       FORCE AT .052 DEFLECTION = 3.77�#�.35 LBF
       FULL DEFLECTION = .078 [2.0].

OUTER CONDUCTOR
OR BRAID

CABLE JACKET
FLEX ONLY

CENTER
CONDUCTOR

SCALE  10:1

RECOMMENDED MOUNTING HOLE
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